High performance packaging tape designed for carton sealing, splicing, bundling, and other extra heavy
packaging applications. This product offers superior adhesive power for bulky and heavy boxes.

PROPERTIES

TOTAL THICKNESS MICRON
46 Micron

BUSINESS

Industrial, Professional
BACKING TYPE

BOPP

ADHESIVE TYPE

Synthetic Rubber
TENSILE STRENGTH KG/CM
4.64 kg/cm

ADHESION TO STEEL G/CM
520.1g/cm

SHEAR ON CARDBOARD

>50 Hours

TENSILE STRENGTH LB./INCH
26.000 Ib./inch

ROLLING BALL TEST (RBTJ INCH
<0.78 inch

SERVICE TEMPERATURE C°(MIN/MAX)
(-2)/60 °C

APPLICATION TEMPERATURE C° (MIN/MAX)
(10)/43 °C

AVAILABLE LENGTH

110yrds

PART #: 10002

TOTAL THICKNESS MILS

1.9mil

INDUSTRY

Bundling, Carton Sealing, Splicing

BACKING THICKNESS MICRON

29 Micron

COLOR

Clear

ELONGATION AT BREAK

165 %

ROLLING BALL TEST (RBT) CM

<2cm

BACKING THICKNESS MILS
1.160mil

ADHESION TO STEEL 0Z./INCH

47 0z./inch

SERVICE TEMPERATURE F°(MIN/MAX)
30/140 °F

APPLICATION TEMPERATURE F° (MIN/MAX)
50/110 °F

AVAILABLE WIDTH

o

PACKAGING TYPE

36 Rolls/CS 72 CS/Skd
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