
Properties
Total thickness micron			 available width			 tensile strength lb./inch

business				 total thickness mils			 rolling ball test (rbt) inch

Backing type industry available length

adhesive type				 backing thickness micron		

tensile strength kg/cm			 color

adhesion to steel g/cm			 elongation at break

shear on cardboard			 rolling ball test (rbt) cm

backing thickness mils			 sheer (steel)

adhesion to steel oz/inch		

Premium acrylic tape with a high-tack adhesive. Suitable for heavy duty-package sealing.

PART #:

844-4benchmark
Benchmarkinc.com

columbus	       dayton

cleveland	 Cincinnati

Operating Range

Application Range


	Part #: 10202
	Total Thickness Micron: 50 Micron
	Backing Type: BOPP
	Adhesive Type: Acrylic
	Tensile Strength KG/CM: 4.45 kg/cm
	Adhesion to Steel G/CM: 227.4 g/cm
	Shear on Cardboard: > 116.67 Hours
	Backing Thickness Mils: 1.100 mils
	Adhesion to Steel oz/IN: 20.5 oz./inch
	Business: Consumer, Industrial, Professional
	Total Thickness Mils: 2 mil
	Industry: Bundling, Carton Sealing, Splicing
	Backing Thickness Micron: 28 Micron
	Color: Clear
	Elongation at Break: 140 %
	Rolling Ball Test (RBT) CM: <3 cm
	Sheer (Steel): > 12 minutes
	Available Width: 2"
	Tensile Strength LB: 
	/inch: 25.00 lb./inch

	Rolling Ball Test (RBT) Inch: <1.18 inch
	Available Length: 110yrds
	Text13: 32°F - 150°F (0°C - 65°C)
	Text14: -30°F - 200°F (-35°C - 93°C)


