
Properties
Total Thickness Micron      Total Thickness Mils

Business      Industry

Backing  Type      Backing Thickness Micron

Adhesive Type      Color

Tensile Strength kg/cm      Elongation at Break

Adhesion to Steel g/cm      Rolling Ball Test (RBT) cm

Shear on Cardboard      Backing Thickness Mils

Tensile Strength lb./inch      Adhesion to Steel oz./inch

Rolling Ball Test (RBT) inch      Service Temperature Fo (Min/Max)

Application Temperature Fo (Min/Max)

Application Temperature Co (Min/Max)      available width

available length      packaging type

High performance packaging tape designed for carton sealing, splicing, bundling, and other extra heavy 
packaging applications. This product offers superior adhesive power for bulky and heavy boxes.

PART #:

844-4benchmark
Benchmarkinc.com

columbus       dayton

cleveland Cincinnati

Service Temperature o (Min/Max)

10604

46 micron

Industrial, Professional

BOPP

Synthetic Rubber

4.64 kg/cm

520.1 g/cm

>50 hours

22 lbs/in

<0.78 in

(-2)/60 °C

(10)/43 °C

1500 yds.

Bundling, Carton Sealing, Splicing

1.9 mil

29 micron

Clear

165%

<2 cm

1.16 mils

47 oz/in

30/140 °F

50/110 °F

2"

6 Rolls/CS, 36 CS/Skd


