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PART #

20039
PRODUCT DESCRIPTION & TECHNICAL INFORMATION

29.5" x 6500, 47ga Hexfilm Defender Cast Machine Film, 25 Rolls/Skd

All purpose, highly engineered, one side cling, cast film. Manufactured with perfect roll edges and tight
gauge tolerances, making it perfect for high speed wrapping equipments

APPLICATIONS

Intended primarily for pallet wrap. High Volume, High speed wrapping.

FILM PROPERTIES VALUE TOLERANCE
TENSILE STRENGTH AT YIELD MD N/A + 15%
TENSILE STRENGTH AT YIELD TD 1350 psi + 15%
TENSILE STRENGTH AT BREAK MD 4500 psi + 15%
TENSILE STRENGTH AT BREAK TD 4350 psi +15%
ELONGATION AT BREAK MD 370% + 15%
ELONGATION AT BREAK TD 575% +15%
PROTRUSION PUNCTURE 3.0 lbs + 15%
PROTRUSION PUNCTURE ENERGY 11.4in-Ib + 15%
ELMENDORF TEAR STRENGTH MD 650 g/mil + 15%
ELMENDORF TEAR STRENGTH TD 970 g/mil + 15%
CLING - OUTSIDE TO INSIDE @ 225% min 150 g/in + 15%
DIMENSIONS VALUE TOLERANCE

CORE ID 3.05 inches + 0.051in
FILM THICKNESS 12.0 micron

BENCHM/RK 844-4BENCHMARK COLUMBUS @  DAYTONQ
INDUSTRIAL BENCHMARKINC.COM CLEVELAND @ CINCINNATI Q




	Item #: 20039
	Description: 29.5" x 6500', 47ga Hexfilm Defender Cast Machine Film, 25 Rolls/Skd

All purpose, highly engineered, one side cling, cast film. Manufactured with perfect roll edges and tight gauge tolerances, making it perfect for high speed wrapping equipments
	Applications: Intended primarily for pallet wrap. High Volume, High speed wrapping. 
	%: ± 15%
	Tensile Strength at Yield MD: N/A
	Tensile Strength at Yield TD: 1350 psi
	Tensile Strength at Break MD: 4500 psi
	Tensile Strength at Break TD: 4350 psi
	Elongation at Break MD: 370%
	Elongation at Break TD: 575%
	Protrusion Puncture: 3.0 lbs
	Protrusion Puncture Energy: 11.4 in-lb
	Elmendorf Tear Strength MD: 650 g/mil
	Elmendorf Tear Strength TD: 970 g/mil
	Cling - Outside To Inside @ 225%: min 150 g/in
	Core ID: 3.05 inches
	Film Thickness (Micron): 12.0 micron
	Inch: ± 0.05 in


